
• Cast Iron submersible pump, available with either a channel or 

vortex impeller

• Available  in guide rail or free standing configurations

• Highly efficient pump performance

Flygt 3045

Electric Submersible Pump
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C 3045 (Channel Impeller):

Technical Information is for guidance only, please contact us for precise information prior to order (Page 2 of 2)

D 3045 (Vortex Impeller):

Product: C 3045 C 3045

Impeller Type: Channel Channel

Installation Types: P, F & S P, F & S

Curve: HT- 450 HT- 452

Discharge: 50 mm (2") 50 mm (2")

kW: 0.75 kW 1.2 kW

Voltage/Phase: 230/1 400/3

Rated Current (A) 4.2 2.8

Max Height: 420 mm 420 mm

Max Width: 415 mm 415 mm

Major Castings:

Impeller:

Pump Housing:

Volute:

Shaft:

Cast Iron

Polyamide 66

Cast Iron

Cast Iron

Stainless Steel

MATERIALS:

Product: D 3045 D 3045

Impeller Type: Vortex Vortex

Installation Types: P, F & S P, F & S

Curve: MT- 234 MT- 230

Discharge: 50mm (2") 50mm (2")

kW: 0.75 kW 1.2 kW

Voltage/Phase: 230/1 400/3

Rated Current (A) 4.2 2.8

Max Height: 420 mm 420 mm

Max Width: 415 mm 415 mm

Major Castings:

Impeller:

Pump Housing:

Volute:

Shaft:

Cast Iron

Cast Iron

Stainless Steel

MATERIALS:

Cast Iron

Polyamide 66

APPLICATIONS
Wastewater Pumping  |  Cooling Water  |  Process Water  |  Sludge Handling

Industrial Effluent  |  Storm Water  |  Raw Water  |  Pumping Stations

Require any pipework, accessories or pump control 

Equipment? Please contact us for more information 
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