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BS 2125 MT 3~ 231 | Configuration Summary
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Portable pumps ideal for applications in which the water or liquid 4
contains concentrations of abrasives. 1

Flow (I/s)

Curve: I1SO 9906
Nominal (mean) data shown. Under- and over-performance from this data should be
expected due to standard manufacturing tolerances. Please consult your local Flygt

representative for additional performance guarantees.

GENERAL MOTOR

Explosion Proof Impeller Diameter Rated Voltage Motor Efficiency Class
No 150 mm 400V Standard

Max. Pumped Media Temp. Coupling Rated Power

40 °C Y 8 kW

MATERIAL AND COATING INSTALLATION

Impeller Material Stator Cover Material Installation Type

Hard-lron Grey Cast Iron S - Portable Semi-Permanent,

Volute Material Wet

Nitrile Rubber



BS 2125 MT 3~ 231 | Product Details

Description

Flygt 2125

Proven workhorse for the mining and construction industry

The Flygt 2125 pump leverages the world-famous BIBO pump and has been serving the mining industry for decades. It is a robust and reliable pump with a dual-stage hydraulic to pump higher heads.
Specially designed semi-open Hard-Iron impellers (60 HRC) provide the best combination of wear resistance and clogging resistance. A hydraulic system with the Flygt Spin-out outer seal protection
design reduces the amount of abrasives in the seal cavity by using traditional double-mechanical seals made of Tungsten carbide. These features give you a pump that you can place in your sump and

then forget about.

PRODUCT FEATURES

Hard-Iron impeller (60 HRC)

Flygt Spin-out outer seal protection

Aluminum construction

Poly-Life® polyurethane wear parts for added resistance
Dual-stage hydraulic design for high pumping head
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Construction Materials

Impeller Material

Hard-Iron

Motor

Volute Material
Nitrile Rubber

Stator Cover Material

Grey Cast Iron

Rated Power
8 kw

Motor Denomination
19-13-2FF

Motor Efficiency Class
Standard

Version Code

320

Frequency

50 Hz

Max P2 (1x)
7.84 kW

Number Of Poles
2

Number Of Phases
3

Rated Motor Speed
2,895 RPM

Rated Voltage
400V

Rated Current
15A

Start Current
128 A

Starting Current, Direct Starting

128 A

Starting Current, Star Delta

42.67A

Start Current Ratio
8.29

Insulation Class
H

Approval
STD

Total moment of inertia
0.01 kgm?

Type of duty

S1

Stator Variant
2

Motor Module
101

Motor Issue
11

Locked Rotor Code
K

Max starts per hour
15

Power Factor 100%
0.87

Power Factor 75%
0.83

Power Factor 50%
0.73

Efficiency 100%
85.5%

Efficiency 75%
85.5%

Efficiency 50%
83.5%
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Nominal (mean) data shown. Under- and over-performance from this data should be expected due to standard manufacturing tolerances. Please consult your local Flygt representative for additional

performance guarantees.
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Selection Fluid and Operating Conditions

Series Number Of Vanes Fluid Type Density

B 2000 Water 1,000 kg/m?3

Name Fluid Temperature Dynamic Viscosity

BS 2125 MT 3~ 231 4°C 0.002 Pa-s

Frequency Specific Gravity Fluid Vapor Pressure
50 Hz 1 8.14 mbar

System Type Atmospheric Pressure
Single Pump 1,013.53 mbar

Operating Pumps
1

Standby Pumps
No Standby Pump

Curve Code
231

Impeller Diameter
150 mm

Inlet Diameter
112 mm

Outlet Diameter
100 mm

Elevation

Om

Ambient Temperature
20°C

NPSH Available

10.27 m
Submergence
Om
Design Curve
Rated Speed BEP Flow
50 Hz 36.62 /s
Max Flow BEP Head
56.19 /s 142 m
H@QMin Max P2
29.1m 7.84 kW
H@QMax
4.03m
BEP

65.24 %
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BS 2125 MT 3~ 231 | pDimensional Data & Drawing

|
$100 HOSE SIZE )
L]
n| ™
ol @
™~
[ o]
a
N
o
)
-]
TURNABLE 3860
o o
™ fo
o
Lo I =
@485
Weight(kg)
SCREEN OPENING 6x50 OR 8 Tf;{;ﬂ
myr= | Dimensional drwg :*;J:DIW M“??Sggigﬁ
AUTOCAD | BS 2125 .320 MT E
DRAMING Dia_100,Std,Strainer 6302700 [o




01452 726999

sales@pumpsupplies.co.uk

Unit 1, The Old Airfield, Moreton Valence, Gloucester GL2 7NG
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